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Appliances, 20 November 1989—160.151–15; 
160.151–57. 

NATIONAL INSTITUTE OF STANDARDS AND 
TECHNOLOGY (FORMERLY NATIONAL BU-
REAU OF STANDARDS) 

c/o National Technical Information Service, 
Springfield, VA 22161 

NBS Special Publication 440 (Order No. 
PB265225) Color: Universal Language and 
Dictionary of Names, 1976—160.151–15 

NAVAL FORMS AND PUBLICATIONS CENTER 
Customer Service, Code 1052, 5801 Tabor Ave., 

Philadelphia, PA 19120 
MIL-C-17415E—(Ships)—Cloth, Coated, and 

Webbing, Inflatable Boat and Miscella-
neous Use—160.151–15 

[CGD 85–205, 62 FR 25547, May 9, 1997, as 
amended at USCG–1999–5151, 64 FR 67184, Dec. 
1, 1999; 69 FR 18803, Apr. 9, 2004; USCG–2009– 
0702, 74 FR 49237, Sept. 25, 2009] 

§ 160.151–7 Construction of inflatable 
liferafts. 

Except as specified in this subpart, 
each SOLAS A and SOLAS B inflatable 
liferaft must meet the requirements of 
Chapter III of SOLAS. To be approved 
under this subpart, inflatable liferafts 
must be constructed in accordance 
with the following provisions of 
SOLAS: 

(a) Chapter III, Regulation 30, para-
graph 2 (III/30.2), General requirements 
for life-saving appliances. 

(b) Chapter III, Regulation 38 (III/38) 
General requirements for liferafts. 

(c) Chapter III, Regulation 39 (III/39) 
Inflatable liferafts. 

(d) Chapter III, Regulation 51 (III/51) 
Training manual. 

(e) Chapter III, Regulation 52 (III/52) 
Instructions for on-board maintenance. 

§ 160.151–9 Independent laboratory. 
Tests and inspections that this sub-

part requires to be conducted by an 
independent laboratory must be con-
ducted by an independent laboratory 
accepted by the Coast Guard under sub-
part 159.010 of part 159 of this chapter 
to perform such tests and inspections. 
A list of accepted laboratories is avail-
able from the Commandant. 

§ 160.151–11 Approval procedure. 
(a) A manufacturer seeking approval 

of an inflatable liferaft must comply 
with the procedures in part 159, subpart 
159.005, of this chapter and in this sec-
tion. 

(b) A manufacturer seeking approval 
of an inflatable liferaft must submit an 
application meeting the requirements 
of § 159.005–5 of this chapter for 
preapproval review. To meet the re-
quirements of § 159.005–5(a)(2) of this 
chapter, the manufacturer shall sub-
mit— 

(1) General-arrangement drawing in-
cluding principal dimensions; 

(2) Seating-arrangement plan; 
(3) Plans for subassemblies; 
(4) Plans for carriage and, in detail, 

stowage of equipment; 
(5) Plans for the inflation system; 
(6) Plans for the outer container; 
(7) Plans for any lifting shackle or 

ring, including diameter in cross-sec-
tion, used for connecting the suspen-
sion tackle of a davit-launched inflat-
able liferaft to the automatic dis-
engaging device used for its hoisting 
and lowering; 

(8) Other drawing(s) necessary to 
show that the inflatable liferaft com-
plies with the requirements of this sub-
part; 

(9) Description of methods of seam 
and joint construction; 

(10) Samples and identification of 
each material used in the buoyancy 
chambers, floor, and canopy, including 
the identity of their manufacturers, 
and segments of each type of seam 
made from such materials; and 

(11) Complete data pertinent to the 
installation and use of the proposed in-
flatable liferaft, including the max-
imum proposed height of its installa-
tion above the water, and the max-
imum length of the sea painter in-
stalled in the inflatable liferaft. 

§ 160.151–13 Fabrication of prototype 
inflatable liferafts for approval. 

If the manufacturer is notified that 
the information submitted in accord-
ance with § 160.151–11 is satisfactory to 
the Commandant, fabrication of a pro-
totype inflatable liferaft must proceed 
in the following sequence: 

(a) The manufacturer shall arrange 
for an independent laboratory to in-
spect the liferaft during its fabrication 
and prepare an inspection report meet-
ing the requirements of § 159.005–11 of 
this chapter. The independent labora-
tory shall conduct at least one inspec-
tion during layup of the buoyancy 
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